
 N  ATIONAL  N  UMIX  S  POT  R  EPAIR  T  HINNER 

 DESCRIPTION  National  Numix  Spot  Repair  Thinner  is  a  clear  transparent  blending  additive 
 thinner  that  contains  acrylic  resin  and  special  blend  of  solvent  to  allow  easier 
 application  of  National  Numix  Base  Coat  Spot  Repair  .  It  is  ready  to  use  where  it 
 can  be  used  as  foundation  for  fade  out  area  or  used  as  additive  with  basecoat 
 colors,  solids  or  metallic,  before  application  of  fade  out  area.  Can  be  applicable 
 over  National Numix Topcoat 2K  and  Numix Clear Coat. 

 RECOMMENDED  USE  As a clear foundation coat for fade out areas. 

 APPLICATION  DATA 

 Application Methods: 
 The  application  method  and  mixing  ratio  are  depending  on  the  specific  use  of  the  product,  where  the  user  can 
 select the appropriate method as follows: 

 1-  As  a  clear  foundation  to  improve  the  blending  of  base  coat  in  the  spot  repair  area.  Apply  1  single  coat 
 of  National  Numix  Spot  Repair  Thinner  over  the  blending  area  where  high  gloss  and  shining  coat 
 must  be  obtained,  allow  3  -  5  minutes  flash  off  @  (20ºC)  before  spot  area  with  National  Numix  Base 
 Coat 1K  taking into consideration that base coat must  stay within the coated area spot repair thinner. 
 Note  :  clear coat must be applied over the spot repair  area. 

 2-  National Numix Spot Repair Thinner  as additive to  base coat before blending and fading out. 
 Mix: 100 parts by volume base coat. 

 50 parts by volume  National Numix Thinner  fast or  slow. 
 Apply  the  mixture  until  full  coverage  over  the  primer  area;  allow  2  -  3  minutes  flash-off  time  between 
 coats.  Then  mix  base  coat  color  100  parts,  with  100  parts  by  volume  of  National  Numix  Spot  Repair 
 Thinner  ,  spray  1  -  2  single  coats  extending  beyond  the  spot  repair  area  with  gradual  fading  out. 
 Allow 15 - 20 minutes @ 20°C to finally apply a  National  Numix Clear Coat  . 

 Thinning  None, the product comes ready to use. 

 MISCELLANEOUS  DATA 
 STORAGE  The  product  must  be  stored  according  to  National  Regulations.  The  product  should 

 be  kept  in  a  cool  and  well  ventilated  place,  protected  from  heat  and  direct  sunlight 
 at temp 5-35ºC. Containers must be kept tightly closed. 

 HANDLING  Handle with care, mix well before use. 
 SHELF  LIFE  36 months, in original sealed container, with proper storage conditions. 
 SAFETY  /  HEALTH  -  Ensure good ventilation during application and drying. 

 -  Avoid  contact  with  skin  and  eyes.  While  painting  it  is  advisable  to  wear  eye 
 protector.  In  case  of  contact  with  eyes,  rinse  immediately  with  plenty  of  water 
 and  seek  medical  advice.  To  remove  splashes  from  skin;  use  soap  and  water  or 
 a recognized skin cleaner. 

 -  Keep out of reach of children. 
 -  Smoking  in  the  area  should  not  be  permitted.  Local  safety  regulations  should  be 

 followed. 
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 NOTE  :  We  warranty  the  quality  of  our  product  and  this  data  sheet  represents  test  results  and  practical  experience 
 obtained under controlled conditions. We reserve the right to change data without prior notice. 


